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IMPORTANT! Electrical installation should always be done by a professional electrician.

Mirror Front Lamp Instruction
[ Application]
Unihero LED Mirror Front lamp possesses numbers of national patents of technology, and it adopts the world's
best semi-conductor LED lighting source. It is equipped on the top of the dresser worked as mirror front lamp, and
also can be used for some special places to replace the conventional high energy-consumption incandescent
and fluorescent lamps.

[ Main Technical Parameters ]

NO. Items Parameters [NO. Items Parameters
1 | Rated Voltage: AC230V/50Hz | 8 | CRI: =70Ra
2 | Input Current: 17mA 9 | Working Temperature: -20-45C
3 | Power Factor: 0.5 10 | Preserving Temperature: |-30 ~+45C
4 | Rated Power: 2w 11 | Environment Temperature: [-20 ~+50C
5 | Luminous Flux: 130 Im 12 | IP Rank P44
6 | lllumination: 70lm/W 13 | Size: T8
7 | Color Temperature: | 3000K + 300K | 14 | Adjust angle 40 degrees
[ Installation Instructions ]
(Like sketch1, sketch2) Wooden trough:
1. Fix the junction box at the middle of the "Tube-lighting Threading hole

holder Panel" as installation sequence (1) shown.

2. Putthe power-cord through threading hole. Open junction powercord LEDWbolamp  Tubelighing

box, and connect the power-cord to one end of the wiring Junctionbox  Biip (Sketch 1) holder panel
block of the junction box. And then lock it down with screws Tubelighting
(as installation sequence 2 shown). holder panel

LED tube lamp,

3. Clamping the power-cord and lock it down to the "Tube
-lighting holder Panel", and then fix it with screws. =

Carefully take care of the cable wiring that inside the junction . 2%
box, let it avoid from the pulling of the outside strength. @ ‘
4. Connectthe insulated power-cable to the input-port of the ‘4/__ S ——
junction box. e
14’//
[ Cautions ] T T

1. Cut off power supply when equip or replace the lamp, beware electric shock..

. When the lamp doesn't shine or is at unusual work, check the connection between power supply switch and
the input power cord.

. Use dry and soft cloth gently wipe it if need maintain. To avoid using hard, wet cloth or organic solvents to
clean it, so as not to reduce its brightness and damage it.

4..%H ~ Replace any cracked protective shield, the shell size is L:335mm*W:30mm*H:28mm,
-

N

w

PC material and 1.0mm thick.

The luminaire Shell, under no circumstance ,be covered by insulating matting or similar

material.

6. )j When your light fitting comes to the end of it's life or you choose to update or upgrade it by

‘— replacing it. Please do not dispose of it with your normal household waste. Please recycle where

facilities exist. When you need to dispose of this fitting, check with your retailer or local authority for suitable
options. New regulations will encourage the recycling of Waste from Electrical and Electronic Equipment
(European “WEEE Directive” effective August 2005).

VIKTIGT! Elektrisk installation ska alltid utforas av behorig elektriker!

LED-ramp Belysning till Spegelskap
[ Anvéndning ]
Unihero LED-ramp belysning innehar flertalet nationella patent p& teknologin, detta medfér vérldens béasta halv-

ledare av LED belysningskéllor. Den &r placerad ovan badrumsmébelns spegelsk&p, men kan &ven anvéndas
inom andra omrdden fér aft ersétta konventionella hégkonusmerande glédlampor och lysrér.

[Viktigaste tekniska parametrarna]

NO. Bendmning Parameter: NO. Bendmning: Parameter:
1 | Nominell spénning: | AC230V/50Hz | 8 | CRl: =70Ra
2 | Inmatad strém: 17mA 9 | Arbetstemperatur: -20-45C
3 | Effekt faktor: 0.5 10 | Magasinerings temperatur:  [-30 ~ +45TC
4 | Nominell effekt: 2W 11 | Milis temperatur: -20~+50C
5 | Ljusflode: 130 Im 12 | IP klass: P44
6 | Belysning: 70Im/W 13 | Storlek: T8
7 |Férg temperatur: 3000K + 300K | 14 | Justerbar vinkel: 40 grader
[ Monteringsanvisning ]
(Som skiss 1 & 2) Skéra
@ Placera kopplingsdosan pé& plattan i den urfasade ytan pé Kabelkanal
frarampen.

LED-ramp Traramp
Strémkabel lampa

(Skiss 1)

Tré igenom strémkabeln genom kabelkanalen i ské&ran.
Oppna kopplingsdosan och anslut strémkabeln fill ena sidan
av kopplingsplinten, 18s fast genom aftt skruva ner skruvarna.

Kopplingsdosa

@ Féast kabeln med clipset och med hijélp av skruv.

@ Tra ing&ende strémkabel genom isoleringsslangen (som ocksé
ska fastas i kopplingsdosan) och anslut till kopplingsplinten.

[ Varning ]

Sl& av ingdende strém vid montering eller utbyte av LED lampan. Varning fér elektrisk stét.
Fungerar ej LED lampan eller beter sig underligt, kontrollera strémsbrytare till ing&ende el.

Anvénd torr och mjuk trasa vid rengéring. Anvénd ej vét eller hérd trasa eller organiska rengéringsmedel
vi%ﬂgéring, dé& det kan skada LED belysningen.
4, ~ Byt omdelbart ut sprucket eller trasigt skyddsglas. Skyddsglasets storlek:
- L: 335 mm, B: 30 mm, H: 28 mm. PC material, fjocklek: 1,0 mm
i"?@i LED belysningens skyddsglas fé&r under inga omsténdigheter évertéckas av isolerande material
T eller liknande.
6. )j Nar LED belysningens livstid ar 6ver eller du vill byta ut det; Sléng inte i hushéllssoporna. Lémna hos
- lémplig &tervinningsstation. Din &terférséljare kan tipsa om detta. Nya férordningar ska uppmuntra fill
&tervinning genom WEEE direktivet vilket trddde i kraft Augusti 2005.




